
SERIES:
MODEL:

2

DIMENSIONS: WEIGHTS:

LENGTH 392 MM 15 7/16 INCHES WEIGHT  DRY 66 KG 145 LBS.
WIDTH 211 MM 8 5/16 INCHES WEIGHT WET 94 KG 208 LBS.
HEIGHT 630 MM 24 13/16 INCHES

CONTAINER CONSTRUCTION:

CONTAINER: (INNER) POLYPROPYLENE TERMINALS: FLAG WITH STAINLESS STEEL NUTS AND BOLTS
COVER: (INNER) POLYPROPYLENE - HEAT SEALED TO INNER CONTAINER
CONTAINER: (OUTER) HIGH DENSITY POLYETHYLENE HANDLES: MOLDED
COVER: (OUTER) HIGH DENSITY POLYETHYLENE SNAP FIT TO OUTER CONTAINER

PLATES:

POSITIVE PLATE DIMENSION: CELLS: 1 PLATES/CELL: 33
HEIGHT 432 MM 17.000 INCHES
WIDTH 143 MM 5.625 INCHES POSITIVE PLATE DOUBLE WRAPPED WITH SLYVER 
THICKNESS 6.99 MM 0.275 INCHES ENVELOPED WITH HEAVY DUTY SEPARATOR

SEPARATOR:
NEGATIVE PLATE DIMENSION: THICKNESS 3 MM 0.105 INCHES
HEIGHT 432 MM 17.000 INCHES
WIDTH 143 MM 5.625 INCHES INSULATION:
THICKNESS 4.57 MM 0.180 INCHES GLASS MAT 1 MM 0.020 INCHES

CAPACITY:

CRANK AMPS: ELECTROLYTE RESERVE:  
COLD (CCA) 0ºF / -17.8ºC 4952 ABOVE PLATES 95 MM 3.75 INCHES
MARINE (MCA) 32ºF / 0ºC 6190

RC @ 25A

20 HR RATE: 1766

  HOUR RATE     SPECIFIC GRAVITY CAP / AH            CURRENT / AMPS
CAPACITY @  100 HOUR RATE 2490 24.90

CAPACITY @  72 HOUR RATE 2349 32.62
CAPACITY @  50 HOUR RATE 2172 43.44
CAPACITY @  24 HOUR RATE 1837 76.5

CAPACITY @  20 HOUR RATE 1766 88.3
CAPACITY @  15 HOUR RATE 1642 109.5
CAPACITY @  12 HOUR RATE 1536 128.0
CAPACITY @  10 HOUR RATE 1466 146.6

CAPACITY @  8 HOUR RATE 1377 172.2
CAPACITY @  6 HOUR RATE 1254 209.0
CAPACITY @  5 HOUR RATE 1183 237
CAPACITY @  4 HOUR RATE 1095 274
CAPACITY @  3 HOUR RATE 989 330
CAPACITY @  2 HOUR RATE 848 424
CAPACITY @  1 HOUR RATE 600 600
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BATTERY TYPE: VOLTS
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DEEP CYCLE     

RESERVE CAPACITY:
MINUTES
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